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ONE collection design Massimo Tonetto

[It] > Schermo frontale in metallo sp. 5 mm 
verniciato a polveri nei 4 colori disponibili. 
Schermo a parete e bande laterali in metallo verniciati 
a polveri bianco RAL 9010. 
La sorgente luminosa a LED 220-240V collocata 
al centro della lampada crea una doppia emissione 
regolata dall'inclinazione dello schermo frontale. 

[En] > 5 mm thick powder-coated front metal reflector, 
available in 4 colors. RAL 9010 back reflector 
and side bands powder-coated white RAL 9010. 
The LED lighting source 220-240V is installed in the 
middle of the lighting fixture and generates a double light 
emission controlled by the tilt of the frontal reflector.

13.5W  LED  3000°K  lm1450LED 220-240V

Dimmer not included
Dimmer non incluso

Available 4000°K / 
Disponibile 4000°K

120V for
NORTH AMERICA
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[It] > Schermo frontale in metallo sp. 5 mm 
verniciato a polveri nei 4 colori disponibili. 
Schermo a parete e bande laterali in metallo verniciati 
a polveri bianco RAL 9010. 
La sorgente luminosa a LED 220-240V collocata 
al centro della lampada crea una doppia emissione 
regolata dall'inclinazione dello schermo frontale. 

[En] > 5 mm thick powder-coated front metal reflector, 
available in 4 colors. RAL 9010 back reflector 
and side bands powder-coated white RAL 9010. 
The LED lighting source 220-240V is installed in the 
middle of the lighting fixture and generates a double light 
emission controlled by the tilt of the frontal reflector.
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MODEL # WATTAGEFINISH/COLOUR LIGHT SOURCE VOLTAGE

PROJECT: TYPE:

SCANGIFT®

WWW.SCANGI F T.COM



 of shape. A simple rectangle, softened by rounded corners and a variety 
ce. This simple gesture, similar to the spontaneous act 

our eyes to protect them from sunlight, makes ONE a functional 
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ONE™ collection

[En] > The functionality of shape. A simple rectangle, softened by rounded corners and a variety 
of colors, used also to protect the light-source. This simple gesture, similar to the spontaneous act 
of putting a hand in front of your eyes to protect them from sunlight, makes ONE a functional 
and essential design piece.
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[En] > The inclination of the front reflector 
produces an asymmetric reflection, 
allowing the indirect light 
to be more effective than direct light.

[It] > L'inclinazione dello schermo frontale 
produce un riflesso asimmetrico della 
sorgente luminosa, permettendo alla luce 
di essere distribuita maggiormente verso 
l'alto e in modo più discreto verso il basso.

AP
wall lamp

dimensions
W 22.5 x H 13 x DPT 11 cm

color
white 9010
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