BUBBLES™ KITE TYPE:

Suspensions PROJECT NAME:
_ _ - - - 120V
MODEL # SHADE COLOR FIXTURE HEIGHT HALO LED VOLTAGE
LY c (J;b us
Intertek

SHADE OPTIONS L

ST = STANDARD GBU - 2

MODEL - BUBBLES KITE HL 10

LIGHT SOURCE OPTIONS FIXTURE HEIGHT OPTIONS (A)

H = HALOGEN - 10 x 10W 12V G4 AC = Ships with Air craft cable adjustable up to 200cm
or (78.7") in total fixture length.

L=LED-10x 1.5W 12V 2700K WW

100 Lumens each LED 30,000 hours CH = Custom height available. Please contact our office.

—— 100cm x 20cm ——
(39.4"L x 7.9"W)
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HALOGEN VERSION - Dimmable with a Low-Voltage Electronic dimmer.
J LED VERSION - Dimmable with a leading edge or trailing edge TRIAC dimmer.
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BUBBLES™ KITE

Suspensions

TYPE:

PROJECT NAME:

BUBBLES KITE - - - - - - 120V
MODEL # SHADE COLOR FIXTURE HEIGHT HALO LED VOLTAGE
LY c (lb us
Intertek
L

SHADE OPTIONS

ST = STANDARD GBU - 2

H 2 N

——  125cm x 25cm
(49.2"L x 9.8"W)

—— 150cm x 30cm
(59.1"Lx 11.8"W)

HARCOLOOR

]
m
24
0}
=
OO1004VH —J

DESIGN

I SPECIFICATION SHEET
o

MODEL - BUBBLES KITE HL 14

LIGHT SOURCE OPTIONS

A H = HALOGEN - 14 x T0W 12V G4
or
L=LED-14 x 1.5W 12V 2700K WW
100 Lumens each LED 30,000 hours

MODEL - BUBBLES KITE HL 18

FIXTURE HEIGHT OPTIONS (A)

AC = Ships with Air craft cable adjustable up to 200cm
(78.7") in total fixture length.

CH = Custom height available. Please contact our office.

LIGHT SOURCE OPTIONS

A H = HALOGEN - 18 x 10W 12V G4

or

© L=LED- 18 x 1.5W 12V 2700K WW

100 Lumens each LED 30,000 hours

DIMMING NOTE:

HALOGEN VERSION - Dimmable with a Low-Voltage Electronic dimmer.

FIXTURE HEIGHT OPTIONS (A)

AC = Ships with Air craft cable adjustable up to 200cm
(78.7") in total fixture length.

CH = Custom height available. Please contact our office.

LED VERSION - Dimmable with a leading edge or trailing edge TRIAC dimmer.
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